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UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MM.
DIMENSIONS W/O TOLERANCES ISO2768-mK AS FOLLOWS.
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NOTES:
 
1.  THIS IS A PRO/ENGINEER PARAMETRIC DRAWING.  
ANY CHANGES MUST BE WITHIN PRO/INTRALINK.
 
2.  REMOVE ALL BURRS AND SHARP EDGES.
 
3.  DIMENSIONS IN MM[INCH].
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CONDENSATE
EVAPORATOR

OVERFLOW
DRAIN

MOUNTING POINT WITH
M8 EYE BOLT

AMBIENT AIR OUTLET

AMBIENT AIR INTAKE

INTERNAL AIR OUTLET DEFLECTOR (OPTIONAL)

INTERNAL AIR INTAKE

CONTROLLER W/ DISPLAY FOR INTERNAL
AIR TEMPERATURE AND ALARMS

CABLE GLAND  FOR ALARMS/SIGNALS

CABLE GLAND FOR POWER SUPPLY CABLE

M6 MOUNTING POINTS (x6)

MOUNTING GASKET

MOUNTING BRACKET

TOP MOUNTING BRACKET (REMOVABLE)

RS485 CONNECTION (OPTIONAL)
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